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HANDAN HENGYONG PROTECTIVE & CLEAN PRODUCTS CO., LTD.

Address: Yongnian County High-Tech Development Area Tel: 0310-6881724 Fax: 0310-6881003
Hebei Province, P.R.China 057150 E-mail: info@handanhy.com.cn
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TEST CERTIFICATE H 1 Date: MAY 27, 2020

77 i 44 7K Products: EN149 FFP3 MASKS
A4 FK Client: JZ[E OMS
1T §5 15 PO No: 0C0010MS/20
iz H# Ship Date: Jun, 2020
5536 752 Method: Random sampling, inspection level S-3 and Representative test data
KB 28 Instrument: TSI 8130 DOP
oS i (L/Min) br 1 BHA (Pa) R (%)
Product Code Flow Rate Test Standard Resistance Efficiency
HY9632 95.0 EN149 FFP3 234 99.897
HY9632 95.0 EN149 FFP3 242 99.978
HY9632 95.0 EN149 FFP3 216 99.970
HY9632 95.0 EN149 FFP3 254 99.932
HY9632 95.0 EN149 FFP3 255 99.854
HY9632 95.0 EN149 FFP3 258 99.856
HY9632 95.0 EN149 FFP3 250 99.867
HY9632 95.0 EN149 FFP3 242 99.954
HY9632 95.0 EN149 FFP3 246 99.846
HY9632 95.0 EN149 FFP3 244 99.854

KibRZ 3K EN Requirement:  EN149 FFP1 Mask ------ Resistance< 210; Efficiency >80%
EN149 FFP2 Mask ------ Resistance< 240; Efficiency >94%
EN149 FFP3 Mask ------ Resistance< 300; Efficiency >99%

M 45 R Result: P 77 S A BN AR 2K
All the products conform to the EN requirements.

K315 17 (Quality Control Department)




